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CASON HANDLING CASON SLITTERS



CENTER DUPLEX
Material width  1100 – 1400 – 1700 mm
Unwinder diameter up to 1500 mm
Rewinder diameter up to 800 mm
Slit width from 10 mm
Speed up to 800m/min

INNOVA BIBACK
Material width 1100 – 1400 – 1700 mm

Unwinder diameter up to 1000 mm
Rewinder diameter up to 800 mm

Slit width from 20 mm
Speed up to 600m/min

INNOVA BIBACK HPO MEDICAL (overhead web)
Material width  1100 – 1400 – 1700 mm
Unwinder diameter up to 1200 mm
Rewinder diameter up to 800 mm
Slit width from 20 mm
Oil Free   ISO 5 
Speed up to 800m/min

INNOVA BIBACK HPO (overhead web)
Material width  1100 – 1400 – 1700 mm

Unwinder diameter up to 1200 mm
Rewinder diameter up to 800 mm

Slit width from 20 mm
Speed up to 800m/min

INNOVA MATIC 
Material width  1100 – 1400 – 1700 mm
Unwinder diameter up to 1200 mm
Rewinder diameter up to 800 mm
Slit width from 20 mm
Speed up to 800m/min

INNOVA FRONT
Material width  1100 – 1400 – 1700 mm

Unwinder diameter up to 900 mm
Rewinder diameter up to 500 mm

Slit width from 20 mm
Speed up to 600m/min

REWO FLEXO HPO (overhead web path)
Material width from 1100 to 3000 mm
Unwinder diameter up to 1500 mm
Rewinder diameter up to 1500 mm
Speed up to 1000m/min

INNOVA BACK TO BACK (overhead web path)
Material width  from 1100 to 3000 mm

Unwinder diameter up to 1500 mm
Rewinder diameter up to 1300 mm

Rewinder diameter (SIMPLEX) up to 1300 mm
Slit width from 200 to 3000 mm

Speed up to 1200m/min

INNOVA MAXIMA (overhead web path)
Material width  1100 – 1400 – 1700 mm

Unwinder diameter up to 1500 mm
Rewinder diameter up to 1000 mm

Slit width from 20 mm
Speed up to 800m/min

DUPLEX DIAMETER (overhead web path)
Material width  1100 – 1400 – 1700 mm
Unwinder diameter up to 1500 mm
Rewinder diameter (DUPLEX) up to 800 mm
Rewinder diameter (SIMPLEX) up to 1000 mm
Slit width from 20 mm
Speed up to 800m/min

INNOVA CAP (overhead web path)
Material width  from 1100 to 4000 mm
Unwinder diameter up to 1500 mm
Rewinder diameter up to 1300 mm
Rewinder diameter (SIMPLEX) up to 1300 mm
Slit width from 400 to 4000 mm
Speed up to 1200m/min

Flexible packaging slitters… …New serie Over 1000 zero gravity technology


